
              
  

  

  

  

  

  

  

  

  

  

  

    

  

  

  

  

  

  

  

  

  

  

  

  

 
  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

Perfect Lighting For TodayPerfect Lighting For TodayPerfect Lighting For TodayPerfect Lighting For Today  

SURFACE  MOUNTED  SURFACE  MOUNTED  SURFACE  MOUNTED  SURFACE  MOUNTED  ““““ARARARAR4444    FRAMEFRAMEFRAMEFRAME    ” ” ” ”     

• Traditional batten  frame, ceiling surface mounted (C type) or suspended (S type). 
• Lighting distribution:  

- Downward light from the decorative punched optical diffuser. 
- Direct upward lamps light, producing ceiling indirect lighting. 

• Normal (or electronic) ballast. 
 

LAMPS   
T8 lamps:18 w , 36 w.  

DIFFUSERDIFFUSERDIFFUSERDIFFUSER    TYPETYPETYPETYPE    

Decorative trapezoidal cross sectional shape of punched metallic optical   diffuser, 
surrounding batten frame, for lamps screening 

LUMINAIRE TYPES & DIMENSIONSLUMINAIRE TYPES & DIMENSIONSLUMINAIRE TYPES & DIMENSIONSLUMINAIRE TYPES & DIMENSIONS    

IP 20 F T8 

ARARARAR4444    CCCC    ARARARAR4444    SSSS    

LUMINAIRE 
TYPE LAMP ( S ) DIMENSIONS 

A B C 
1 18  SM AR4 1x18w    T8 660 250 70 
2 18  SM AR4 2x18w    T8 660 250 70 
1 36  SM AR4 1x36w    T8 1260 250 70  

2 36  SM AR4 2x36w    T8 1260 250 70 
 

T8    :   Ø 26 mm traditional tubular fluorescent lamps. 
Add "C" or "S" to specify luminaire type 
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